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MATERIAL SPECIFICATIONS
Hot dip galvanized steel to JIS G 3302 or AS1397 with Hi-Tensile Grade G450 Minimum Yield Stress.

FEATURE & BENEFITS TOLERANCES

@ Service promise-quality, competitively priced, on time delivery G-Purlin are produced within the following
tolerances:

@ Quality product and proven manufacturing and supply records
Length S+£9mm
Web (Dim.H) :+3mm

Flange (DIm. B) :+3mm

@ High degree of accuracy and consistency in dimensions
@ Thickness options for economy design

@ High tensile steel - high strength and low weight Hole centres © % omm

@ Pre-punched holes and custom cut lengths facilitate construction erection. Thickness 4 0.18mm

@ Gives greater stiffness and straighter cladding lines.

DIMENSION & PROPERTIES

o Thickness | Lip Size Zxx
Identification t(mm) L(mm) 10°mm? mm

ACP07516-45 1.6 16 : . . 6.373 30.262

ACP07520-45 2.0 16 . . . 8.987 30.111

ACP10016-50 1.6 16 . . . 11.440 40.160

ACP10020-50 2.0 16 : . . 14.120 40.003

ACP10025-50 2.5 16 : . . 17.360 39.810

ACP12516-50 1.6 16 . . . 15.360 49.314

ACP12520-50 2.0 16 . . . 18.992 49.153

ACP12525-50 2.5 16 . . . 23.392 48.951

ACP15016-65 1.6 16 . . . 23.160 59.958

ACP15020-65 2.0 16 . . . 28.635 59.794

ACP15025-65 2.5 16 . . . 35.387 59.590

ACP17516-75 1.6 16 : . . 31.086 70.018

ACP17520-75 2.0 16 : . . 38.537 69.851

ACP17525-75 2.5 16 . . . 47.669 69.643

ACP20016-75 1.6 16 . . 37.020 78.885

ACP20020-75 2.0 16 . . 45.920 78.714

ACP20025-75 2.5 16 . . 56.850 78.500

ACP25016-75 1.6 16 . . 49.888 96.120

ACP25020-75 2.0 16 . . 61.936 95.939

ACP25025-75 2.5 16 . . 76.768 95.713

ACP30016-100 1.6 16 . . 76.840 117.074

ACP30020-100 2.0 16 . . 95.427 116.869

ACP30025-100 2.5 16 . 118.307 116.613




MAXIMUM ALLOWANCE SPAN

Size Purlin Spacing (m)
(mm)

1.5 1.8

75x45x1.6 . . 3.6 3.4

75X 45 x 20 . . 3.9 3.7

100 x 50 x 1.6 . . 4.6 4.4

100 x 50 x 2.0 . . 4.9 4.7

100 x 50 x 2.5 . . 5.2 5.0

125 x50 x 1.6 . . 9.5 5.2

125 x50 x 2.0 . . 5.8 5.5

125 x50 x 2.5 . . 6.2 5.9

150 x 65 x1.6 . . 6.6 6.3

150 x 65 x 2.0 . . 71 6.7

150 x 65 x 2.5 . . 7.5 7.1

175x75x 1.6 . . 7.7 7.3

175 x75x 2.0 . . 8.2 7.8

175x75x 2.5 . . 8.7 8.3

200x75x 1.6 . . 8.5 8.0

200x75x 2.0 . . 9.1 8.6

200x75x2.5 . . 9.6 9.1

250x75x 1.6 : : : 95

250x75x2.0

250x75x2.5

300x 100 x 1.6

300x100x 2.0

300 x 100 x 2.5
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ROOFSEAL RESOURCES (M) SDN. BHD.

No. 1-A, Jalan 1/7, Seksyen 1, Bandar Teknologi Kajang

Tel: 603-8723 4776 (H/Line) Fax: 603-8723 4775 E

, Malaysia.

43500 Semenyih, Selangor Darul Ehsan
-mail: enquiry@roofseal.com.my Website: www.roofseal.com.my
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